
1-10DLP Ride On Shot Blaster

The Blastrac 1-10DLP features an enhanced, trouble-free hydraulic 
drive system, offering better productivity when cleaning and preparing 
concrete or steel surfaces. The 1-10DLP shot blaster strips, cleans and 
profiles simultaneously and is ideal for ship decks, parking garages, 
industrial plant, warehouse floors, bridge and highway work, airport 
runways−improving macro and micro texture.

1-10DLP
Ride-on Shot Blaster

L,W,H

LBS

DIMENSIONS:
L 78 IN X W 34 IN X H 57 IN

BLASTING PATH:
10 IN 

MOTOR:
25 HP KOHLER ENGINE
LIQUID PROPANE

WEIGHT:
1550 LB

PRODUCTION:
UP TO 2,500 SQ. FT./HR

RIDE ON

Key Points

 � Patented paddle wheel technology

 � Easy access twin dust trays for 
efficient debris removal and disposal

 � Blast pattern accuracy and wide 
abrasive selection allows operator to 
achieve desired surface profile

Key Points

 � Drying time and costly disposal 
procedures are eliminated

 � Labor/time-saving shot blasting 
process strips, cleans and profiles 
the surface simultaneously

 � Profiles with excellent bonding 
characteristics are produced, 
reducing coating failures

ON BOARD DUST COLLECTOR
Heavy Duty Dust Collector

FOR MORE INFORMATION VISIT WWW.BLASTRAC.COM 
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https://www.blastrac.com/request-a-quote/
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1-10DLP OPTIONS

FILTER
4932060

FRONT SEAL
SL023507

BLADE KIT
WKIT1018

ENGINE OIL
VALVOLINE SAE 30

BELT
06100015

PINCH BAR
WP033710

BLAST MOTOR BELT
E04009

50 LB BAG STEEL SHOT
S390BAG

BELT
061000007

SIDE SEAL
SL023506

QUICK RELEASE DRIVE PIN
4781980

50 LB BAG STEEL SHOT
S330BAG

BELT
06100021

DRAG BRUSH
WP163711

HYDRAULIC OIL
MOBIL ATF HYDRAULIC FLUID

(CP-10025)

HANDHELD MAGNET
08400002

25” MAGNET BROOM
P004335
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