
BMS-220ADB
Ride On Scraper

The Blastrac BMS-220ADB ride-on scraper is ideally suited for medium 
and large sized applications with the added benefit of being battery 
operated for increased versatility. Works well on all applications such 
as hardwood parquet, ceramics, linoleum, vinyl, carpet, adhesives, 
glue, tiles, etc. It is highly maneuverable with a zero turn radius, non-
marking tires and complete hydraulic control.

BMS-220ADB
Ride-on Scraper

L,W,H

DIMENSIONS:
L 59 IN X W 27 IN X H 52 IN

WORKING WIDTH:
6-27 IN 
DEPENDING ON THE TYPE OF BLADE

LBS WEIGHT:
2380 LB | 1080 KG | 1380 LB | 
626 KG WITHOUT WEIGHTS

MAX GROUND SPEED:
RIDE ON
160FT PER MINUTE

POWER:
12 8V BATTERIES | UP TO 10 HOURS 
RUN TIME

HARDWOOD PARQUET / CERAMICS / 
LINOLEUM / VINYL / CARPET / 
ADHESIVES / TILES / ETC.

Key Points

 � Very versatile, total freedom of 
movement, no electric cable

 � Complete hydraulic control (forward 
and backward)

 � Powered by heavy-duty batteries, 
running time up to 10 hours

Key Points

 � Fast and easy removal of all kinds of 
flooring materials

 � Very compact, fits through standard 
doors and elevators

 � Zero turn radius, ergonomic design 
for safe and easy maneuvering, non-
marking high speed tires

FOR MORE INFORMATION VISIT WWW.BLASTRAC.COM 
BLASTRAC 12/2018 � This document is not contractual � Design and technical specifications may be subject to change 

https://www.blastrac.com/request-a-quote/


BMS-220ADB Ride On Scraper

BMS-220ADB OPTIONS

6”STANDARD BLADE 
P000859

TRANSPORT DOLLY
 PG-10544

10” SELF-SCORING BLADE
P000554

18” STANDARD BLADE
P000856

10” STANDARD BLADE 
P000886

12” BLADE HOLDER
E09633

2” PREMIUM CHISEL
E09540

10” EXTREME DUTY BLADE
P000886XD

12” STANDARD BLADE 
P000855

6” PREMIUM CHISEL
E09542

8” SELF-SCORING BLADE
P000553

8” STANDARD BLADE
P000854

12” SELF-SCORING BLADE
P000555

24” STANDARD BLADE
P000858

TOOL HOLDER COMPLETE
E09664

FOR MORE INFORMATION VISIT WWW.BLASTRAC.COM 
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